Re:

EXHIBIT #4

Request for information, Pursuant to Section 308 of the Clean Water Act
CEPD-CWA-02-IR-2013-007

Valley View Park and Valley View Village, Developments Sanitary Wastewater
Collection Systems (SWWCSs), Caguas PR

NPDES Tracking Number: PRU002779

Bayamon Acquisition Proper
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Village

Vi
Carratera 796, km 1.6 interior
Borrio Boiroa, Municipio de Caguas, Puerto Fico

NOTES:

T= SANMARY SEWER PIPE SHALL BE 8" DIA. POLYVINL CHLORIDE PIFE. SDR. 35
WITH RUBBER GASKET JOINT.

2- 44 DWELLING UNITS, UNDER THIS PROJECT.

3— AL WORKMANSHIP AND MATERIALS SHALL COMPLY WITH THE SPECIFICATIONS
OF PRASA, AND SHALL ADHERE THE CONDITIONS INDICATED
IN THE WRITIEN APFROVAL BY P.RASA IN CASE OF CONFLICT WITH DRAWINGS,
PRASA. WRITTEN CONDMONS SHALL PREVAIL.

4~ ALL PIPESFITTINGS,RELATED MATERALS AND CONSTRUCTION PROCEDURES
SHALL CONFORM TO F.RASA. SPECIFIGATIONS.

5— A DETECTs PLASTIC WARNING RIBBON SHALL [E PLACED OVER PNC. PIFING
mnmﬁmuwummmsmnmms&‘wfuzm
BE mua_mmcn" Y ABOVE THE M‘%mmn sl
TWELVE(12) INCHES BENEATH FINISHED GRADE.

6= INTERIOR SURFACES OF SANTARY SEWER MAMNHOLES SHALL BE COATED WiH

.GARD 663, DURAKOTE OR APPROVED EQUAL. DFTY FILM THICKNESS SHALL
BE 40 MiLS,

7- ALL ELEVATIONS ANC' DISTANCES ARE EXPRESSED IN METERS.

8~ CARTESN COORDINATES REFERRED TO LAMBERT COORDINATE SYSTEM, METERS ARE USED.

9- ELEVATIONS REFERRED TO MEAN SEA LEVEL, PUERTO RICO DATUM PLANE, METIRS.

10~THE DISTANCE BETWEEN THE WATER SERVICE N AND THE SANITARY SEWER
GONNECTION MUST EIE MORE OR EQUAL THAN §'-0. THE INSTALLANON OF BOTH SERVICES
IN THE SAME TRENCH S NOT PERMITTED.

11-SANITARY CLEAN OUTS MUST BE INSTALLED OUT OF THE ROADWAY OR ACCESS RAMPS AREAS.

12-MANHOLES INSTALLED ON FLOODING AREAS MUST BE WATERTIGHT Tybeg,

IMPORTANT NOTES:

13— THE INFILTRATION AND OUTFLOW OF WATER IN THE SEWER COULD NOT BE MCRS THAN 100
GALLONS OF DIAMETER PER MILE OF LENGTH IN
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